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MC BOX 2.0

PERFORMANCE

The PIUSI MC Box 2.0 is the evolution of the MC Box system thanks to the inte-
gration with the 2.0 features: AdBlue® consumption monitoring and report, fleet 
management, vehicles and users control. It is suitable to manage and control an 
existing pump, pulse meter and nozzle.

FEATURES
•	FLEET MANAGEMENT
•	SUITABLE FOR ANY PUMP
•	PULSE METER INPUT
•	LAN/WI-FI VERSION AVAILABLE
•	SSM2.0 SOFTWARE REQUIRED

up to

1000
USERS&VEHICLES

AC
voltage
POWER

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PCS/BOX

F0059701A 9 19,4 480X370X265 18,9X14,6X10,4 1

F0059702A 5 19,4 480X370X265 18,9X14,6X10,4 1

MC BOX 2.0
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IN THE BOX

DETAILS

•	 MCBOX UNIT
•	 LAN/WI-FI ADAPTER
•	 INSTRUCTION MANUAL

USER&VEHICLE KEY

EASY ACCESS TO CONNECTION DISPLAY COVER

SSM   

SSM 2.0 SW

PUMP CONTROL NOZZLE SWITCHPULSE METER INPUT TANK LEVEL INDICATOR

CONNECTION SCHEME

DIMENSIONS

Dimensions expressed in millimeters

EXISTING LAN NETWORK

WIFI (ON REQUEST)

MAGNETIC KEY (ON REQUEST)

User
management

Vehicle
management

DATI TECNICI

CODICE DESCRIZIONE TIPO LIQUIDI
TENSIONE

SOFTWARE SELF SERVICE
MANAGEMENT 2.0CA V/HZ POTENZA

W
A MAX

(load motor)

F0059701A MC BOX LAN 2.0 90-240V - 50/60Hz 35 6,5 REQUIRED

F0059702A MC BOX WIFI 2.0 90-240V - 50/60Hz 35 6,5 REQUIRED
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